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whateVer it takes 
at DaSKO, we understand the term “I needed it yesterday”. We commit to what we 
can deliver and deliver what we commit. With every order, you receive our “whatever 
it takes” approach to service and support. From quotes to orders, DaSKO adds value 
every step of the way. With each and every job, we offer the following services…  
at no charge!

3  LaBeL DeSIGNS aND CONSULtING

3  LaBeL aND SIGN SaMpLeS

3  BarCODeS FOr teSt SCaNNING

3  FaSt tUrN arOUND tIMeS ON JOBS

3  aSSIStaNCe WIth Data preparatION

3  COMMItMeNtS aND FOLLOW thrOUGh

we want to be Your label Partner 
DaSKO is much more than just a product supplier. Our goal is to make your project 
a success and you to look good. We work closely with our customers to establish a 
partnership where we share our knowledge and experience and in return we learn 
from the challenges our customers face every day. We know what works… and what 
doesn’t. Let us bring our experience, expertise and “whatever it takes” philosophy to 
your project so that you can do it once, and do it right. Call us today to discuss your 
label needs.

this book is a tribute to the hundreds of customers 
and thousands of projects that have provided a solid 
foundation for the creative label solutions that DaSKO 
LaBeL has to offer.  We hope our knowledge, experience 
and insight in labeling a warehouse will help make 
your WMS installation a tremendous success.

Whether you are responsible for labeling a single  
warehouse site or a rollout project for hundreds of sites, 

we can relate to your needs and speak your language.  DaSKO’S consultants have 
three decades of experience taming the ID and tracking needs for thousands 
of companies ranging from Fortune 100 multinationals to regional companies 
with challenging label requirements.  throughout the book, we share lessons 
learned as well as feedback from some of our customers. 
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1    P R O J E C T  O V E R V I E W

A label is not just a label… 
it identifies, confirms and directs operators to work efficiently. 

any management team that has been through the fire storm of implementing a 
warehouse management system knows the pressures involved in the installation. 
the process involves meeting numerous deadlines while anticipating potential 
show stopping issues that arise almost daily. Detail upon detail demands the project 
team’s attention with often the smallest items presenting a challenge that must be 
overcome before the team can move on to the next step in the process. 

among the challenges is the successful barcode labeling of the warehouse for  
companies installing automatic data collection as part of the WMS package.  
Successfully labeling a warehouse requires careful attention to detail, a thorough 
knowledge of both the current and anticipated modes of operation and proper  
testing within your environmental, sufficient time within the scope of the project 
time line to complete the job properly. 

Since labeling and scanning of barcodes is a very visual activity, you should view 
this task through the eyes of the operators on the floor.  A label is not just a label… it 
identifies, confirms and directs operators to work efficiently.  properly designed labels 
will allow you to: 

unloCk the Power oF Your wMs sYsteM
each barcode used in your warehouse provides a key to information in your  
database. You need the right key to start your car, and you need the right barcode 
to unlock the power of your WMS system. Your barcode label solution should:

siMPliFY Your oPerations
Keep it simple with easy to use designs and intelligent label placement

inCrease Your ProDuCtiVitY
reduce misreads, missing labels, errors and hand keying

MaXiMiZe Your return on inVestMent 
Do not underestimate the ability of labels to improve the investment you are 
making in warehouse operations… and save you money.
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Do it onCe, Do it right 
It takes time and resources to design, test, produce and install the labels and signs 
necessary for your project.  With all this commitment and effort, you want to do it 
once and do it right.  this can be best accomplished with a label solution that will:

Fit the Flow oF Your oPerations
Label and sign designs must consider scan distance, scan angle, and placement 
options that will work with your barcode readers, material handling equipment 
and procedures. 

ProViDe a Clear line oF sight
It is critical to consider the operators needs to determine label size, design and 
positioning.

reaD the First tiMe, eVerY tiMe
efficiency is the goal and first time barcode reads are required to achieve this 
goal.  In order to make this happen, you must consider the barcode symbology, 
barcode size, label materials and interaction with the scanners you will use.

QuiCk to train, easY to unDerstanD
provide good training and use effective label designs that include color coding, 
arrows and other options to make the labels easy to see and scan.

1    P R O J E C T  O V E R V I E W  c o n t i n u e d
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With all the challenges you face implementing your WMS system, why go it 

alone when it comes to labels?  DaSKO combines a thorough understanding 

of warehouse operations, barcode reading capabilities, printing expertise and 

proven results from hundreds of similar projects to help you design a label 

solution that is optimized for your environment.  We will help you work through 

the details of your label needs so you have more time to focus on other aspects 

of your project.

Dasko Delivers

“It was a pleasure to work with DASKO on this project.  I knew  
nothing about identification products and through your patience 
and expertise, you provided us with a solution that has taken our 
facility to an entirely new level of professionalism.  Thank you.”
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2    B A R C O D E  B A S I C S

There are three key barcode specifications to consider when designing a  
barcode label:   Symbology • X–DimenSion • Quiet Zone.

Bar coding is a cost effective technology that improves accuracy and productivity, 
if implemented effectively. Variables to consider when designing a bar coded label 
include barcode symbology, print size, print material, reader capabilities, read distance 
required and label design. Let’s review important aspects to a good barcode scan.

barCoDe sPeCiFiCations 
there are three key barcode specifications to consider when designing a  
barcode label:  SYMBOLOGY, x–DIMeNSION aND QUIet zONe. 

SYMBOLOGY is the language of the barcode and defines how lines and spaces 
are printed and read. there are literally hundreds of barcode symbologies, many 
of which are unique to specific industries. One example is the UpC barcode. 
this is a numeric-only code and is specific to the retail industry. Warehouses, 
manufacturing and item tracking applications often require alphanumeric 
barcodes. The most common symbologies used for industrial applications are 
Code 128, Code 39 and Interleaved 2 of 5. these barcodes are often referred to as 
one-dimensional barcodes as they are printed with lines and spaces. there are 
also two dimensional (2D) barcodes that resemble a tile floor and can encode 
data in less space than traditional 1D codes.  Common 2D barcodes include 
Data Matrix and pDF417.  See the examples below. 
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2    B A R C O D E  B A S I C S  c o n t i n u e d

X DimenSion is a measurement of the thickness of the lines and spaces of the 
barcode. this will directly affect the overall width of the printed barcode, which 
in turn affects the overall size of the label. It also directly impacts the minimum 
and maximum read distances of the barcode. The height of the printed barcode 
does not affect the read distance but should be increased as the read distance 
increases to provide a larger target for the operator to scan.

Quiet Zone is the blank space immediately before and after the barcode and 
represents the space the reader requires to prepare for and to complete the 
barcode read.  A proper sized quiet space is required in order for the scanner to be 
able to read the barcode.

barCoDe Printing MethoDs 
printing barcodes with variable data (locations) or sequential numbers (pallet/case 
id’s) requires digital printing capabilities.  the most common methods of printing 
barcodes includes thermal transfer, direct thermal, laser, ink jet and toner.  there 
are many considerations as to the material and print process that is appropriate for 
your needs.  Label size, quantity, colors, lamination, base materials, etc. all have an 
impact on the most cost effective printing process for a specific job.  Outside vendors 
typically have equipment with faster speeds and greater capabilities than are available 
using in-house printing equipment.  See Chapter 6 for more discussion on printing 
processes and in-house printing versus purchasing preprinted labels.
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the thickness of the thinnest line

QUIet zONe 

the blank space immediately 

before and after the barcode 6
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what about rFiD in the warehouse? 
rFID labels incorporate radio frequency technology  
using a microchip and antenna embedded into the label.  
this technology has grown for certain applications. 
however the use of rFID in warehousing applications 
is limited.  It is being used for shipping compliance to 
certain retail and government customers and for large 
container shipping but it is often not cost effective for 

location, container or pallet/case level tracking within the four walls of a warehouse. As 
the cost/benefit of this technology becomes more appropriate for warehouse applications, 
DASKO will lead the way!

2    B A R C O D E  B A S I C S  c o n t i n u e d

barCoDe reaDers  
Barcode readers have scan engines or imagers that are engineered for specific scan 
distances - from short range to extended long range to a combination of both. the 
scanner’s “depth of field”, specifies the minimum and maximum reading distance a 
particular scanner is capable of for a particular barcode size or x dimension. In order 
to achieve a successful scan, the barcode reader’s capabilities must be coordinated 
with the printed barcode to scan the desired distance. If this is not done correctly, 
the operators may not achieve consistent scans. that could lead to hand-keying and 
all the resultant data errors associated with manual data input. the barcode reader 
and barcode label specifications should be designed to insure a good barcode  
read – the first-time, every time!
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shoulD i use 2D barCoDes? 
With the development of cost effective 2D barcode readers, the use of 2D barcodes 
has continued to grow in industrial applications.  2D imagers have a different “depth 
of field” than traditional laser scanners.  the imagers can read barcodes from greater 
distances using barcode sizes smaller than those required for laser scanners.  

the use of 2D barcodes allows for:
3  a larger number of characters in the location scheme using less space 

than traditional barcodes

3  Greater scan distance from the vertical post (see Totem Pole, Chapter 7)

3  Greater scan distance from barcode signs (up to 50') (See Chapter 9 and 10)

3  Greater scan distance for pallet id’s – lpn’s (See Chapter 13 and 14)

3  Smaller labels for WIp, item and parts tracking

3  “It looks more high tech”  We heard this from a 3pL customer that  
  emphasizes their use of technology  to prospective customers walking  
  through their warehouse

2D readers also have the capability to read traditional barcodes.  there are many other 
cost and use issues that must be evaluated before making a decision on the readers 
that are right for you.

2    B A R C O D E  B A S I C S  c o n t i n u e d
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DaSKO offers blank and preprinted labels as well as blank and pre-encoded rFID labels.  
 We also offer a wide variety of printing processes to provide you the most cost effective  
approach for each of your label needs.  We can help you with barcode specifications or we 
can deliver printed labels where you need them, when you need them!

8

Dasko Delivers

“I realize that your company brings more value than just a label…
we  appreciate your help… thanks again”

" DASKO… your team is outstanding to work with!"“

“
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PAPER 
Colors: White and colored
Durability: Less durable, short term use
Common uses: pallet/Case Id’s, LpN’s, 
   shipping labels
Special: Available with “block out”  
   backing to cover existing labels  
   and prevent “bleed” thru which  
   could adversely affect the barcode  
   scan of the top label

FILMS
Colors: White, Silver, Colored  
Materials: polyester, polypropylene,  
   Vinyl, high temp Films,  
   Destructible polyethylene,  
Durability: Durable, long term use
Common uses: Locations, container Id’s, 
   equipment/property, outdoor, 
   manufacturing, industrial
Special: Available with “block out”  
   backing to cover existing labels  
   and prevent “bleed” thru which  
   could adversely affect the barcode  
   scan of the top label

RETRO–REFLECTIVE FILM
Durability: Durable, long term use
Common uses:  Upper level locations,  
   hanging signs, outdoor, 
   long distance scanning

Aluminum AnD Steel
Colors: Natural and colored
Common uses: harsh environments, 
    special needs
Durability: extreme conditions

Material combinations are key - Select for durability, specific use,  
environment and scan distance

Materials are a key element in the success 
of a barcode project.  Label materials affect 
the durability, label life and scan distance.  
a finished label is actually a sandwich of 
layers of material (see diagram).  DaSKO 
offers a wide variety of materials for  
barcode labels - from paper labels to 
durable film to aluminum labels for office 
to harsh environments. Blank labels for  
in-house printing, magnets and sign 
blanks can be found in Chapter 19.

base stoCks 

3    C O M M O N  L A B E L  M AT E R I A L S
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"BLOCK OUT"  LABEL MATERIAL



PERMANENT ACRYLIC
acrylic adhesives will not dry out over 
time.  Various thickness appropriate 
for application. 

COLD APPLY
application temperatures to -100F

SPECIALTY
removable, "void" security footprint, 
high tack rubber and many other  
specialty adhesives available for  
specific applications.

aDhesiVes 

CLEAR FILM
Colors: Clear - Gloss or Matte
Durability: provides Subsurface 
printed label
Materials: Variety of films and thick-
nesses appropriate for application.
notes: adds durability and protection 
from dirt, oil, humidity, water washes, 
solvents and chemicals for all durable 
and long term use labels.

Dasko shielD (LAMINATION) 

InDuStRiAl gRADe
Color: White or colored 
Common uses: Location labels,  
   Flow rack labels, part ID labels,  
   pick areas
Notes: Variety of thicknesses.

allows labels to be removed, 
re-positioned and/or re-used in  
a variety of different ways.
provides color coding.

MagnetiC baCking 

3    C O M M O N  L A B E L  M AT E R I A L S  c o n t i n u e d
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eXPAnDeD PVC PlAStiC

Color: White or colored.  

Style: Flat, angled, holes.

Common uses: Floor location signs, 

aisle signs, info/misc. signs

THIN PROFILE PLASTIC 

Color: White or colored 

Style: Flat, holes

Common uses: totem poles,  

small signs, special attachments

unRiPPAble VINYL

Color: White 

Style: Flat, angled, holes

Common uses: Label holder to affix 

   to rack and angle upper level labels 

    to ground.

CoRRugAteD PlAStiC

Color:  White or colored.  

Style: Squares, triangles, special 

shapes and sizes.

Common uses: Wall signs, 

   large hanging signs

Aluminum

Color: White or colored

Style: Flat, holes.

Common uses: Cold storage,  

   outdoor locations, outdoor dock doors

sign baCking 

3    C O M M O N  L A B E L  M AT E R I A L S  c o n t i n u e d
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DaSKO consultants can help determine the most appropriate and cost  

effective materials for your application. We  will provide samples  for testing  

in your environment.

11

Dasko Delivers

"Rest assured that I shall recommend your company to anyone  
who is in the need of labels. I am quite happy with your service, 
thanks again."“

“



4    L A B E L  D E S I G N

translate your data to a barcode system that is best for your warehouse situation. 

the design of the labels and signs needed for your warehouse are specific to your 
needs.  this chapter provides a review of common elements that you should consider 
when designing your labels.  the information you print on the label, the sizes of the 
barcode and text, and the spacing you desire will all directly impact the size and 
shape of the label that will be required.  

loCation barCoDe  
Location ID’s, Check Digits, aliases, part Id’s etc. may have a barcode that will print on 
the label.  Specification details for the barcode are discussed in Chapter 2.  here are 
some other important considerations for the information encoded in the barcode:

bARCoDe muSt mAtCH DAtAbASe
It is critical to make sure that what is encoded in the barcode matches what is 
loaded in the database.  the barcode is the key to the database and must match 
exactly to access the appropriate record.  this requires that hyphen, periods, 
dashes, spaces, etc. must not be included in the barcode if it is not in the  
database and vice-versa.  the human readable associated with the barcode 
does not have to match the barcode or the database.  the human readable is 
for visual use only.

Some customers want the human readable to match exactly what is in the barcode in 
case the barcode can not be scanned, it can then be keyed into the system.  Others do 
not want their operators keying in location information under any circumstances.
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uSing An AliAS
In some WMS systems, a unique alias is established for each location and the 
alias is encoded in the barcode.  this requires the operator to scan the barcode 
and prevents them from hand keying in a location.  When scanned, the system 
will use the alias to cross reference to the actual location in the WMS database.  
this is used to confirm it is the correct location for the transaction.  the human 
readable displays the actual location information so the operator is unaware of 
the alias and will not hand key the alias into the system

using CheCk Digits 
Check digits are another method to require the operator to scan the location  
barcode.  Check digits do not have to be unique for each location but they must 
match what is loaded in the WMS database. this can be done in many ways, but the 
most common are:

1. add one or more characters to the actual location in the barcode.  this 
can be random generated or based on a formula but it is pre-determined, 
loaded in the database and printed in the barcode.  The check digit is not 
printed in the human readable so you must scan the barcode with the check 
digit to confirm the transaction.

2. provide a separate barcode with only a check digit encoded.  When the 
system assigns a task with a location, the operator scans this check digit 
which the system uses to confirm that it is the correct location for the 
transaction.

huMan reaDable teXt 
text can be printed to any size and positioned anywhere on the label.  Text can  
also be printed in any color.  The size, clarity, positioning and color of text provide an 
opportunity to convey important information to the operator.

4    L A B E L  D E S I G N  c o n t i n u e d
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Color CoDing 
Color coding is a valuable tool to help the operators understand which label is associated 
with each location or to highlight areas of the label to provide greater awareness of 
certain information.  Color coding is often used to identify the following:

3  Differentiate labels on the same rack cross beam (often bottom two or top two levels)

3  easy identification of each rack level

3  highlight critical data (aisle, bay, position, etc.) 

3  highlight voice check digit or other critical information

arrows 
Arrows are another means to help operators understand which label is associated with 
each location. arrows are often used to differentiate labels that are positioned on the 
same crossbeam (often bottom two or top two levels) and may be used on all levels 
to make it clear which label is associated with each position.

VoiCe CheCk Digits 
When voice technology is used, a check digit is commonly read by the operator into 
a headset to confirm the location for a transaction.  Sometimes this check digit is 
a separate label and sometimes it is incorporated into a bar coded location label.  
either way, the voice check digit needs to be quickly and easily identified by the operator.  
this can be done through the use of color coding or highlighting.  DaSKO also offers 
many alternatives to allow changes to the voice check digits so they are not memorized 
by the operators.   See examples in Style Guide page 63.

4    L A B E L  D E S I G N  c o n t i n u e d
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Label designs are not right or wrong.  they need to be appropriate to your  
operations and DaSKO consultants can help meet your needs using efficient 
and effective designs.  Sample label designs are available in the Style Guide 
page 57-70.
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Dasko Delivers

"We appreciate DASKO’s efforts to meet our tight deadlines… 
your labels look and work great!”

"Wow… your team is amazing!"“

“
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Careful preparation of your data will save you time and money in the printing 
and installation of your barcode labels.

loCation MaPPing 
Often warehouses have outdated or inaccurate facility location maps. Mapping the 
storage locations for a WMS implementation can be extremely time consuming.  
however an accurate map of locations helps confirm that all locations are included for  
labeling and loading into the WMS database,  it provides guidance during the installation 
of the labels and it can be used to determine where other signage (aisle, area, informational) 
should be placed. project teams often underestimate the time required to accomplish 
this task. this is a critical issue which should be addressed very early in the process 
of implementation.

Data File Creation 
In order to print the location labels, a data file with the appropriate information for 
each and every location is required.  this list of locations is a database of variable 
information that will be used to communicate to the label printing software.  

File ForMats
The easiest and most common format to create these data files is a spreadsheet.   
although it sounds simple, the database becomes more complex when you  
consider variables such as check digits, aliases, arrow directions, colors by levels 
and human readable text with separators (periods, spaces, dashes) that are not 
in the barcode.  this database is often created along with additional information 
that will be used to populate your WMS database.

Files bY label tYPe
Each label type (size/format) will require its own file for printing.  the initial database 
may include all locations but these will have to be sorted and separated by label 
type for printing.

sort Criteria
The order in which the locations are sorted within each file is important as this is the 
order in which they will be printed.  The print order should be determined with the 
label installation in mind.  rack labels are typically sorted by level as it is more  
efficient to apply the labels at the same level as you go down the aisle.  Shelf 
labels may be more efficiently applied when they are printed in bay sequence so 
you can stand in front of one shelf and label all levels before moving to the next 
bay.  For more discussion on label installation refer to Chapter 18.

5    LO C AT I O N  D ATA  P R E PA R AT I O N
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5    LO C AT I O N  D ATA  P R E PA R AT I O N  c o n t i n u e d

a knowledgeable label vendor such as DaSKO can provide you with additional 
guidance and assistance in the preparation of data files.  DaSKO also offers data 
creation services to map your warehouse locations and/or create all the necessary 
data files for your project.
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Data File eXaMPles:

16

“All your expertise and guidance has definitely paid off for us and we 
are extremely happy with our final design and label formats. Please 
pass our thanks and appreciation to your team”“

“

Dasko Delivers

example 1

example 2

example 3
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6    PRE-PRINTED LABELS VS PRINT IN HOUSE
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Advantages of buying preprinted labels:

3  No capital investment

3  Label quality should be guaranteed by the supplier (it certainly is by DASKO!)

3  Labels are available when needed, eliminating any chance of down  
time due to labels

3  Label suppliers are better equipped to offer unique capabilities in materials,  
 designs and printing technologies that may not be available to the end user

3  Offers an opportunity to take advantage of the expertise and experience of a  
knowledgeable label supplier such as DaSKO.  We have provided bar coded  
solutions for thousands of projects with a wide variety of label challenges.

Advantages of printing in-house:

3  Barcode labels can be printed in small quantities, with no minimum level  
justification

3  Labels can include real-time and product-sensitive data

3  Mobility of equipment gives users the flexibility of moving with the needs of  
the production environment

PuRCHASe lAbelS if...
extreme quantities, sizes or tolerances 
are required

Specialty materials are required for 
durability or harsh environments, par-
ticularly if the label requires lamination

Specialty needs such as color coding, 
custom sizes/shapes or sign manufac-
turing are required

PRint in-HouSe if…
printing directly on items or packaging

Information is dynamic or lead times 
not sufficient for preprint

Work flow precludes use of an outside 
vendor

the option of printing your WMS label and sign needs in-house versus purchasing 
labels from an outside vendor requires careful consideration.  the following criteria 
will help you determine which option you should consider based on your needs:

The decision to purchase printed labels or to print in-house may be obvious…  
or it may surprise you... based on your specific application!
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It is often assumed that printing in-house costs less than purchasing printed  labels.  
However this is not necessarily true and should be analyzed considering  your specific 
needs and resources.

here are costs that must be considered when evaluating in-house printing. all of 
these costs are fully included when you purchase preprinted labels from Dasko.

Printing warehouse loCation labels 
purchasing pre-printed warehouse location labels provides an excellent opportunity 
to take advantage of the expertise of an experienced label vendor.  as you will see in 
the upcoming chapters on warehouse labeling, there is much to consider when selecting 
materials, creating designs and determining barcode specifications to make sure the 
labels, scanners and flow of operations all work smoothly for your lift operators.

an experienced vendor like DaSKO offers creative solutions, application testing 
and proven results based on hundreds of similar projects. Our areas of expertise 
go beyond barcode specifications to include your scanners and your warehouse 
environment resulting in a very cost-effective insurance policy for you. Just as an 
experienced, trained electrical contractor can provide results, satisfaction, and peace 
of mind… an experienced label vendor like DaSKO can provide value and insight 
well beyond the cost of the labels.

MATERIAL COSTS

• Printers

• Print Heads

• Software

• Maintenance Agreement

• Blank Labels

• Ribbons

• Material Waste

LABOR COSTS

• Printing Run Time

• Design

• Data File Preparation

• Internal Print Head 
Maintenance

miSC. CoStS

• Training

• Back Up 
(equipment, trained 
operators)

• Down Time

• Errors
(requiring reprints)
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Printing liCense Plate labels (for pallets, cases, totes and WIP tracking) 
Barcode labels are used to track work-in-process and movable units of inventory.  
each item being tracked requires a label with a unique identification number.  these 
labels are sometimes used for permanent identification, however most times these 
are temporary labels that are used to track the item within the four walls of the 
warehouse or production facility.  this may result in a need for thousands or many 
millions of labels.

DaSKO specializes in servicing customers using these types of labels by offering 
capabilities that include:

3  DaSKO-traK numbering system that guarantees no duplicate numbers within 
or between orders

3  Labels delivered to multiple sites with numbering shared by all sites or unique  
to each site

3  Blanket orders with releases that provide quantity price discounts…  
but you only pay for labels when they are shipped.

3  Unique sizes, shapes, designs and color coding

3  Labels delivered where you need them, when you need them!

the bottom line is… you must consider how big a print operation you want to 
establish and maintain.  the more labels you print in-house; the more equipment, 
labor, back up and redundancy plans are required.  If you are printing mission-critical 
labels and they are not available when needed, you may stop a manufacturing line or 
be prevented from putting away or shipping inventory.  DaSKO can meet all your label 
needs while you focus your resources on what you do best… running your business!

6    PRE-PRINTED LABELS VS PRINT IN HOUSE c o n t i n u e d
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“Great job DASKO… I wish all my project tasks were this easy.”

…with the service you provide and how quickly you react to our 
needs… we wouldn't go anywhere else… you guys are great!"

…DASKO is the best!"

“

“



Labeling racks and shelves may not be as straight forward as you expect… 
there are many options to consider. 

there are many types of racks and shelves in different sizes and shapes that pose a 
wide variety of label challenges.  Some of the challenges that are consistent across 
all beams include:

EXiSting lAbelS
Often there are old labels and markings on the racks.  If you place a new barcode 
label over these existing labels or markings, there is a chance the bottom label or 
markings will “bleed” thru the top label which could cause a barcode scanning 
problem.  to avoid potential scanning issues as well as eliminate operator  
confusion with both old and new labels on the racks, you have these options:

3  remove all existing labels and clean racks

3  Use a block out material for the new label (See Chapter 3)

3  reface your racks with Label Magic from DaSKO (see Chapter 8)

lAbel SiZe
Label height should be slightly smaller than the height of the beam face so there 
are no exposed edges of the label.  Some beams are not flat and may have channels 
that should be reviewed to make sure they will not impact how the barcode 
presents itself to the operator.  the length of the label is determined as a result 
of the size of the barcode, other information on the label and the design layout 
that is preferred.

LABEL PLACEMENT
Placement of the labels is important to provide a clear line of sight to the lift operators.  
Labels are typically placed on the front face of the beam, however sometimes 
that is not possible such as drive-in or cantilever racks.

Consistent placement of labels on the rack is important to ensure a uniform look.  
DaSKO offers installation tips as well as installation services (See Chapter 18). 

Data mapping is critical to ensure the labels are sorted, printed and delivered in 
the most efficient way for installation.  DaSKO offers data mapping guidance as 
well as data mapping services (See Chapter 5).
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here are some of the label considerations for common types of rack.  again, there 
are many exceptions and recommendations should be made specific to your rack 
configuration. 

lower raCk leVels anD short DistanCe sCanning 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 57-63

this is applicable to lower level racking, shelves, case pick areas and areas 
where only order pickers (cherry pickers) are used such that scanning for all 
levels is done from the same distance.  Short distance scanning in this context is 
typically 6 inches to 8 feet.  

PALLET RACk
Often the bottom (sometimes the top) crossbeam for the pallet rack is 
used to display labels for both the location directly below and above the 
crossbeam. This is an excellent opportunity to use colors and arrows to make it 
quick and easy for the operator to associate each label with the correct location.

DRIVE–IN RACk
this rack does not have crossbeams so there is no beam to apply a label.  
these racks are commonly labeled on the vertical post at the ground level. 
See "totem poles" for the vertical post on page 23.

FLOw RACk
these areas need to be labeled front and back with the same location 
information.  When printing these labels, you should have the label sets on 
separate rolls for the most efficient installation.  Some flow rack and pick  
areas have locations that can change in size based on the product stored 
at any given time.  these areas could use magnetic labels or they can 
take full advantage of the creative Label Magic solution offered by DaSKO 
LaBeL (See Chapter 8).

Double DeeP RACk
If you need to manage locations that are double deep (or deeper), we have 
developed creative label designs to help you label Front/Back positions so it is 
easy for the operator to understand which barcode applies to each location. 
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CANTILEVER RACk
Sometimes there is a plate on the face of each cantilever arm that can be 
labeled.  Often, the label must be placed on the side of the cantilever arm.  
Some of our customers attach a pole to the arm of the cantilever to hang a 
sign to the side with the location information.

VNA RACk
these areas are often straight forward and can use a fairly simple label 
design with the label placed on the beam directly below each location.

SHELVES/BINS
Small shelves and bins with small faces on the beams for a label, are often 
designed with the human readable on the side of the barcode.  this allows 
for a taller barcode for easy scanning as well as a larger font for the text.

uPPer leVels anD long range raCk sCanning 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 57-63
pallet rack is used to take advantage of space above the floor.  This rack is often 
4 or 5 levels but can be 10+ levels high.  The rack beams can be 25+ feet from the 
ground.  Consideration must be made to determine the best method, for your 
operation, to scan the upper levels when the operator is on the ground.  these 
label options include:

REFLECTIVE LABELS
Reflective label material, a large barcode (x dimension) and a long range 
reader can combine to scan a location barcode to 25+ feet.  

these labels can be affixed in several different configurations:

3  Directly to the rack face.  
apply adhesive or magnetic label to the rack face.  the label can 
be wrapped underneath the crossbeam if necessary to scan the 
barcode at a tight angle from the ground.

3  Use angled label holder. 
a flexible label holder can be used to attach to the rack face and 
display the label at an angle to the ground for easier scanning.  
 the flexibility of the label holder helps protect the label from  
being torn off if struck by a pallet.
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toteM Pole on VertiCal Post 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 57-58, 61-62
A creative solution to scan the upper rack positions is to bring the location barcodes 
for the upper levels down to the ground level.  Using a “totem pole” approach, these 
locations can be stacked and placed on the vertical post close to the ground.  

When using this label approach, you should consider the following:

LABEL EVERY LOCATION
When using totem poles, we recommend that you still place a barcode 
label at the actual location on each level.  this allows a barcode to be 
available at the actual location for special situations like audits or 
inventory counts when you may have equipment that will put you 
physically closer to the upper levels.  It also provides the ability to 
color code the rack labels by level to match the totem pole for visual 
verification by the operator.

WHAt leVelS SHoulD go on totem Pole?  
there are two schools of thought on this question.  Some choose to 
have all levels on the totem pole so that scanning is consistent and 
training is easier as all levels are scanned from the vertical post.   
Others prefer to only put upper levels on the totem pole and to scan 
the lower levels using the labels affixed to the bottom rack levels.

COLOR CODING
Many of our customers choose to color code the rack labels and the 
totem pole labels by level using consistent colors by level.  Color coding 
provides an easy visual verification for the operator to match the color 
coded label on the rack to the color coded label on the post to scan 
the correct barcode.  this is especially important for warehouses with 
high turnover or that use seasonal or temporary labor.

ATTACHING TOTEM POLE TO POST
Since most vertical posts have holes in the post to allow for height 
adjustments of the rack beams, it is important to protect the totem 
pole label from damage by everyday use or tampering caused by 
poking holes in the label.  this is easily achieved by either mounting 
the totem pole label on a magnetic backing or using a thin profile, 
industrial plastic backing on the label.  the plastic backing can be at-
tached with either double sided tape or with nylon cable ties through 
holes in the plastic that line up with the holes in the vertical post.
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PLACEMENT ON THE POST
The totem poles should be affixed to the closest post for each location 
to provide the most efficient scanning solution.  In a typical two pallet 
wide bay, the totem pole for the positions on the right side of the bay 
will be attached to the post on the right of the bay, the totem pole for 
the positions on the left side of the bay will be attached to the post 
on the left side of the bay.

uSe ARRoWS
Arrows are used on the totem pole to clearly identify which set of locations 
is represented on each totem pole.  Continuing with the double pallet 
wide scenario, the totem pole on the right side of the bay requires 
a left arrow and the totem pole on the left side of the bay requires 
a right arrow.  except for the post on the very end of the aisle, each 
vertical post will have two totem poles and the arrows will confirm 
the locations contained on the totem.  It is often easier to avoid printing 
the arrow directions directly on each totem pole but rather apply 
preprinted arrows in the appropriate direction during the installation.

VoiCe CHeCk DigitS, Double DeeP RACk, etC
totem poles can be designed for double deep racks, 3 pallet wide 
bays, voice check digits and many other challenges to meet the needs 
of your unique operations.

horiZontal striP on lowest Cross beaM 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 62
another option for upper level locations is similar in theory with the totem 
pole option.  However instead of using the vertical post, the locations for all 
levels for each bay position are affixed to the lowest crossbeam for scanning 
from the ground.  these locations can all be printed on one label and the 
barcodes should be staggered to avoid potential scanning issues.  the 
horizontal strip can be color coded by level and either adhesive or  
magnetic backed.
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7    R A C K  –  S H E L F  –  B I N  LO C AT I O N S  c o n t i n u e d

DaSKO consultants can assist you to determine what works best for your 
warehouse.  We offer free label samples, design consultation and on-site visits to 
review your warehouse needs and provide you written label recommendations.
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baY iDentiFiCation labels 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 64

Bay identification labels will assist your lift operators 
to find the correct location as they drive down an aisle.  
each bay can be identified on the side of the vertical 
posts to make it easy for the operators to read as they 
drive by.  If your operators go up in the racks (using 
order pickers, cherry pickers, etc.) then you may need to 
include the level as well as the bay and label each level.  
Bay ID labels can be color coded and made to any size, 
shape and design.

raCk CaPaCitY labels 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 64

these labels are used to identify maximum load capacity 
on racks and shelves that comply with manufacturer’s 
specifications.  the maximum load can be pre-printed 
or blank areas provided for you to hand write or apply 
a label with the maximum load weight.  these can be 
provided as adhesive backed labels, magnetic labels or 
on signs for attachment to the rack.  the load capacity 
labels can be color coded and made to any size, shape 
and design.
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 “It is so nice to have such a quick and thorough response.  
If only all my suppliers were like that…  we will test the samples 
 immediately and let you know the results.”

“ROCK ON!!!!!!  Thanks to everyone at DASKO that got the job done!”“

“



Resurface your racks… quick, clean and easy! 

Label Magic is a revolutionary new product to resurface your racks and provide a 
new surface that allows you to apply labels for permanent use or to change labels 
whenever you want… quick, clean and easy!

If you have existing labels or markings on your rack that will not be a part of your 
WMS label project or if you have flow racks or pick areas with changing location 
sizes or changing item information, then you should consider Label Magic as part of 
your project plan. 

this patent pending product has taken years of research in material development 
and field testing.  the result is a feature rich product for the WMS industry that will:

3  Give your racks an instant face lift!  Label Magic completely covers existing  
labels and markings on the rack without the hassle, expense and mess of  
removing old labels and cleaning racks.

3  Clean and consistent WMS labeling!  New labels can be applied to the  
Label  Magic surface with no barcode scanning concerns.   

3  Change labels quick, clean and easy!  re-slot and reconfigure locations,  
change voice check digits, change product information.  Just remove any  
label from the Label Magic surface and re-apply in a different location or  
apply a new label in its place.

3  Save $$$!  Label Magic allows for label changes without the cost of magnets  
or label holders.

3  Use anywhere!  Label Magic can be applied in dry, cooler and freezer  
environments.

3  Compare or Contrast!  Label Magic can be colored to match your existing  
racks or contrasted to identify where labels should be applied.

3  tape or Label format!  Cover the entire rack beam with Label Magic tape or  
simply cover existing labels with Label Magic labels.

8    L A B E L  M A G I C
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8    L A B E L  M A G I C  c o n t i n u e d

You have to see it to believe it!  Contact a DaSKO consultant for a free sample of 
Label Magic to test on your racks.

8
L

A
B

E
L

 M
A

G
IC

label MaGic
Label Magic can be used to cover existing labels, markings and imperfections 
on the rack and prepare the rack face for new labels.

label MaGic rack tape
In a tape form, Label Magic is delivered in a continuous format on a 
roll.  this can be provided in any width required and can be easily and 
quickly applied to the entire length of the rack face.  Labels can then 
be applied, removed and re-applied to the Label Magic easily and 
cleanly, at any time.

label MaGic labels
In a label form, Label Magic is delivered cut to whatever specific  
size is designated.  these Label Magic labels can then used to cover 
individual labels on the racks or to create fixed positions on the rack 
that can be used to change location or product information.
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“Exceeding the customers’ expectation!  DASKO is awesome!!  
Thanks a ton!!”

“Thanks, I must say I do like how you are working with me 
and being very responsive. I am very heavily tasked with SAP 
implementation recently and appreciate your support and 
prompt communications.”

“

“



Labeling floor locations requires careful consideration of the environment, equipment 
and products that are being moved throughout the bulk or staging areas.

DaSKO offers the most complete line of labels and signs for floor locations.  We have 
experience with thousands of projects over the last several decades and we can pro-
vide you with options that best fit your needs.  these options include:

HANG SIGNS ABOVE FLOOR LOCATIONS
LABEL THE FLOOR
lAbel PoStS, WAllS oR uSe moVeAble SignS

this chapter discusses when each of these approaches is most appropriate:

hang signs aboVe Floor loCations 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 69
Bar coded signs can be suspended from the ceiling directly above each floor 
location using cable, chain or metal pipe. Stiff sign backings such as plastic 
or metal should be used to keep the barcode flat for easy scanning. Signs can 
also be shaped or hung at an angle to provide an optimal view for scanning 
from the ground. Hanging signs can be suspended up to 40 feet from the floor and 
scanned with long range scanners using large barcodes on reflective label material. 

Some applications (such as floor stacked, single level, case pick areas) only 
need the barcode to be suspended 6+ feet from the floor. these signs may be 
more cost effective using a smaller barcode printed on a durable white label 
material. Signs can be manufactured using white or colored materials, cut to 
any size, and include bends and/or holes based on your needs. In addition to 
the barcode, these signs can be printed with large lettering, voice check digits, 
arrows, colors and graphics.

ADVANTAGES
3 Once installed, signs can be scanned the first time, every time for the life  

of your WMS system

3 If you reconfigure your warehouse or move your operations, the signs  
can be moved

3 Signs can be used in cold storage and outdoor areas

9    F LO O R  LO C AT I O N S
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label the Floor 

DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 59-60
Labeling the floor is certainly a challenge in an industrial environment.  Fork lift 
traffic and pallets being dragged across the floor can make it difficult to keep 
painted lines on the floor… even more difficult to keep a bar code that needs 
to be scanned.  However, there are floor label solutions that can work in your 
environment.

ultRA tHin flooR lAbel – a DaSKO developed durable floor label with  
aggressive concrete adhesive that has an extremely low profile to allow  
items to slide over.  Cost effective and durable with many sizes, colors and  
print options available.

DuRACoDe flooR lAbel – a DaSKO label that has been specifically engi-
neered to withstand the rigors of an industrial floor environment and provide a 
durable bar code on the floor.  after years of development, the result is a “best 
in class” solution for price, performance and durability.  this product is offered 
in a variety of sizes with many print options.

METAL FLOOR FRAME kIT – Strong aluminum frame with replaceable clear 
lexan covering to protect the label underneath.  Frame is anchored to the floor 
with adhesive or concrete screws.  the label can be printed with many colors 
and print options.

ADVANTAGES
3 Labels can be applied to the floor in a convenient area near the location  

and scanned from the lift truck without requiring long range scanners

3 Floor labels work extremely well in areas with limited direct impact with  
fork lift traffic

3 easy install, cost effective label solution

daskolabel.com
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label Posts, walls or use MoVeable signs 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 69
Bar coded signs can be attached to walls, structural posts, or movable items 
such as delineator poles, cones, or home made posts. these signs can be af-
fixed using adhesives, magnets or screws.  Signs can also be shaped as tents or 
L shaped to be placed on pallets or between cases to identify temporary loca-
tions or staging areas (see chapter 10). 

ADVANTAGES
3 Same advantages as hanging signs above

3 ease of installation, flexibility with moveable posts or signs that can  
follow the pallet(s)

9    F LO O R  LO C AT I O N S  c o n t i n u e d

DaSKO consultants can help you with evaluating alternatives to label your floor 
locations.  We also offer samples of floor labels and signs for you to test in your 
environment.  DaSKO also offers installation guidance, accessories (See Chapter 20) 
and full installation services to label all your floor locations (See Chapter 18). 9
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“Thank you for another excellent job.  We have been very happy 
with your knowledge and service.”

"Signs are up-look great-thanks again for your effort."

“Thank everyone for your quick response on these signs…  
also your installation team has done an excellent job!”

“

“
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“
Don’t forget to consider staging, doors, P&D areas, and anywhere else you may 
drop a pallet to stage when the warehouse is busy.

Staging areas and dock doors have similar challenges as floor locations and many of the 
solutions are the same.  however, these areas tend to have heavy fork lift traffic and 
labels applied to the floor typically do not work well in these areas.

DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 59-60, 69

FiXeD staging areas 
Staging locations in fixed areas have the same considerations as floor locations.  refer 
to Chapter 9 for details on options for floor labels and hanging signs.

Virtual staging areas 
Staging locations that may be created as needed, used in overflow or other special 
situations need a barcode solution that is flexible to meet changing needs.   
Options for these areas include movable posts as discussed in Chapter 9.  another 
option is a bar coded location sign that is either angled as an a frame and placed 
on top of a pallet that is dropped anywhere in the warehouse or L shaped and 
slid between cases on a pallet.  Virtual location signs allow these pallets to have a l 
ocation assigned for scanning and when the pallet is moved, the sign can be returned 
to the office and the virtual staging location can be closed in your system.

DoCk Doors 
Barcodes for dock doors should be placed so they are clearly visible with a direct 
sight line for easy scanning.  If you have dock doors that raise straight up with no 
overhead obstruction, you should consider attaching a bar coded sign directly 
on the door.  avoid placing it on the very bottom section as this area often 
gets hit when the door is closed.  If you have roll up doors or racking above the 
door, then the optimal locations for the sign are directly above the roll up or 
on the wall beside the door.  If you label the wall, you should be consistent and 
label all doors on the same side.  another option for the dock door is to place 
an adhesive backed label on the door frame.  this will work if the frame is large 
enough to hold a barcode that can be easily scanned from the lift truck.
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“I have received all the barcode signs and labels that were 
ordered and they look great.  Thanks for the quick turn-around”“



Refrigerators to blast freezers… special considerations may be necessary when 
labels are applied below 50°f.

throughout previous chapters of this book, we have indicated options for cold storage 
areas.  If you label locations or pallets or cases at room temperature and then put 
them in to freezing conditions, you may not require special materials.  Materials for 
permanent cold storage use can be printed, colored, etc. the same as materials for 
dry storage applications.

Special materialS for cold Storage needS are:

racK – SHelf – Bin location laBelS. (Chapter 7)

Cold temp adhesive on durable poly material that can be  
applied to -100F.

Industrial magnetic backing that can be affixed to frozen rack

laBel magic (Chapter 8)

product feature includes adhesive that can be applied to -100F

floor locationS – Staging– docK doorS (Chapter 9,10)

plastic backing will work for most needs but can become brittle and 
crack if hit in a freezer.  aluminum backed signs are the most durable 
option for extremely cold temperatures.

pallet id’S/caSe id’S/lpn’S (Chapter 13 and 14)

Cold temp adhesive on paper or durable poly labels that can 
 be applied to -100F

BlanK laBelS, magnetS, SignS (Chapter 19)

Cold temp adhesives on durable poly or paper labels, magnets and 
sign blanks of plastic or aluminum are available for in-house printing 
for cold storage use.
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inStallation (Chapter 18)

Installation of labels in a cold apply environment is not very different 
from dry areas due to the use of cold apply adhesives or magnets.  
however, when attaching totem poles or hanging signs, nylon cable 
ties may be replaced with either metal cable ties or wire.

1 1    c o l d  S t o r a g e  c o n t i n u e d

DaSKO has a lot of experience with cold storage applications and can provide 
solutions that will work for you.  We can provide product samples and installation 
services to assist with your project.
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 “I just wanted to let you know that the barcode labels are working 
great for us.  Thank you for all of your help.”

“Thank you so much for always being on top of our orders and 
giving us unsolicited play-by-play.  It helps us greatly and is such a 
wonderful relief to be able to count on your consistent service.”

“
“

Dasko Delivers



no how matter how big your yard is, we have outdoor location solutions for you. 

throughout previous chapters of this book, we have indicated options for outdoor 
areas.  Outdoor areas are exposed to the sun’s damaging UV rays and may be exposed 
to heat, cold, humidity, rain, ice, snow and wind conditions.  Materials for outdoor ap-
plications can be printed, colored, etc. the same as materials for indoor applications.

SPeCiAl mAteRiAlS foR outDooR StoRAge neeDS ARe:

raCk – shelF – bin loCation labels. (Chapter 7)
Cold temp adhesive on durable poly material that can be applied 
to -100F.

harsh environment label materials and thicker laminations for 
added durability

Industrial magnetic backing that can affixed to outdoor rack

label MaGic (Chapter 8)
product is made of durable materials that can be used outdoors

Floor loCations – staging– DoCk Doors (Chapter 9, 10)
plastic backing will work for most needs but aluminum backed signs are 
the most durable option for outdoor use.  

Signs can be affixed to buildings, fences, fixed or movable posts.  If signs are 
to be suspended above outdoor locations, we recommend the signs are attached 
to two runs of cable (top and bottom of sign) and angle them to the ground.  this 
will eliminate interference from direct sunlight, anchor the signs from the 
effects of wind, provide a good line of sight for scanning and protect the signs 
from outdoor elements such as rain, snow and ice from building up on the 
face of the sign.  another option is to provide a tent or roof type coverage over 
each sign to protect it from the outdoor elements.

outsiDe DoCk Doors (Chapter 15)
Outdoor signs for dock door identification typically require large lettering 
and do not have a barcode.  the most common backing for permanent 
outdoor dock signs is aluminum.

1 2    O U T D O O R  S T O R A G E
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Pallet iD’s/Case iD’s/lPn’s (Chapter 13 and 14)
Durable label materials are typically required for these applications to 
withstand the outdoor environment.  these durable materials can be 
produced as tags or adhesive labels.

blank labels, Magnets, signs (Chapter 19)
harsh environment film materials, durable thermal transfer ribbons, 
magnets and sign blanks of plastic or aluminum are available for in-house 
printing applications for outdoor use.

Installation (Chapter 18)
Installation of labels in an outdoor environment requires a detailed review  
of the specific application.  DaSKO consultants can assist to help you  
determine the best installation approach for your application.

1 2    O U T D O O R  S T O R A G E  c o n t i n u e d

DaSKO has a lot of experience with outdoor storage applications and will 
recommend  solutions that will work for you.  We can provide product samples 
and installation services to assist with your project.
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“I want to express my complete satisfaction with your efforts 
and quality of the product. Keep up the good work.”

“That’s good news, great service.  Thanks again for all the 
help and have a great day.”

“We went live yesterday… your labels scanned perfectly… 
DASKO delivered!”

“

“



License plate labels are necessary for an automated wMS system to track inventory 
as it moves through the warehouse. 

License plate labels (also referred to as pallet id’s, case id’s, LpN’s and many other 
names) are bar coded labels used to track inventory units as they move through the 
warehouse.  They are typically applied and scanned when inventory is received into the 
warehouse and scanned to confirm each time the pallet/case/unit is moved or counted 
to confirm the inventory transaction as directed by your WMS system.  We will refer to 
these labels as LpN’s throughout this chapter.  

DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 65-66

LpN’s can be fairly simple paper labels with a single barcode or they may be multi-part 
labels, or weatherproof to withstand outdoor storage.  here are common consider-
ations when designing and printing LpN labels:

iD inForMation
Many WMS systems use a unique sequence number (with or without prefix) 
on the LpN as a key to the database where all the information on that pallet is 
stored.  Other systems print additional information on the LpN such as product, 
purchase order and/or storage location.  The information printed on the label 
will determine the size of the label required as well as help in making decisions on 
purchasing preprinted versus printing LPN labels in-house. 

label siZe
We discussed in chapter 2 that the label length allows for a larger barcode for a 
further scan distance and the height provides a larger target to scan more eas-
ily.  The minimum size of label needed for your LPNs is based on the scan distance 
required, number of characters in the barcode and the barcode symbology that is 
used.  If you need to scan the LpN's from a long distance and have 2D barcode 
imagers, you may consider using a 2D barcode.

label Design
In addition to the information to print on the label, you must consider how the pallet 
will be stored and whether the LPN barcode will be visible to the operator at all times.  
Some of our customers use sets of labels to apply the same LpN information to 
more than one side of the pallet.  Others use “corner wrap” labels to apply a single 
label to a corner of the pallet and have the same barcode information visible from 2 
sides of the pallet.

1 3    L P N  –  L I C E N S E  P L AT E  –  PA L L E T  I D

1
3

  L
P

N
 –

 L
IC

E
N

C
E

 P
L

A
T

E
 –

 P
A

L
L

E
T

 ID

36

Tel: 866-286-6500 | Email: info@daskolabel.com



daskolabel.com

Multi–Part label
Some operations require multiple labels with the same LpN information to 
apply to documentation or to use to confirm different processes performed 
on the pallet.  Labels can be manufactured with one or many labels that can be 
removed at various times by using creative die cutting processes or a “piggyback” 
label material which has multiple layers.

Color CoDing
there are often many existing labels on pallets and cases which may have been 
applied during manufacturing or from a supplier.  You want your warehouse LPN 
to stand out so your operator can quickly and easily identify the correct label and per-
form the scan required.  When these other labels are present you should consider 
coloring your LpN to provide a visual confirmation that it is the correct label to 
scan.  If the entire label is colored, it should be light, bright or pastel so it will not 
affect the barcode scan (yellow, fluorescent orange, pale blue, etc.).  the label can 
also be color coded by printing a color bar or box around the barcode.

DurabilitY
Most indoor LpN applications (whether dry or cold) only require a paper label.  
there are some long term applications and outdoor storage needs that require 
a durable film material be used.  these can be provided as an adhesive label or 
in a tag format.

ConVeYors anD FiXeD sCanners
the barcode size, design and label color should be tested in an automated 
environment to ensure a good scan-first time, every time.

auto-aPPliCation
LpN labels may be applied using automated applicators. Label rolls can be 
made larger to increase the run time before changing rolls.

1 3    L P N  –  L I C E N S E  P L AT E  –  PA L L E T  I D  c o n t i n u e d

License plate labels may be printed in-house or they may be purchased pre-
printed from a label vendor.  In-house printing is typically done using thermal 
transfer, direct thermal or laser.  Outsourcing vendors such as DaSKO can use 
much higher speed printing presses and also ensure that you will get labels 
delivered where you need them, when you need them.  this allows you to focus 
your resources on what you do best… running your warehouse!  For more 
information on these printing options, refer to Chapter 6.

DaSKO can assist with the design, printing and delivery of LpN labels.  We offer 
blanket order pricing, safety stock, shipments to multiple locations and exclu-
sive use of our DaSKO–traK system with a guarantee of no duplicate numbers 
within or between purchase orders.
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“I received the labels yesterday… they look great and scan perfectly.  
Again thanks for the awesome service you have provided and I ap-
preciate the effort to get it here in a short amount of time.”“

“

Dasko Delivers
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Tote or container labels may be a permanent id for the container or it may be a 
temporary label to track the specific inventory move. 

Container labels are bar coded labels used to track totes, drums, crates, racks, con-
tainers, etc. that hold inventory on a permanent or temporary basis.  they are typi-
cally applied to the container in advance and scanned when inventory is placed into 
or removed from the container as directed by your WMS system.  Once the container 
is emptied it becomes available to be used again and the same container ID number 
will be scanned and re-used.

DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 65-66

Container labels typically require longer term durability than LPN’s and possibly expo-
sure to harsh environments.  here are common considerations when designing and 
printing container labels:

iD inForMation
WMS systems require a unique numbering system to identify and track 
containers.

label siZe
We discussed in chapter 2 that the label length allows for a larger barcode 
for a further scan distance and the height provides a larger target to scan 
more easily.  the minimum size of label needed for your containers is 
based on the scan distance required, number of characters in the barcode 
and the barcode symbology that is used.  If you need to scan the container 
from a long distance and have 2D barcode readers, you may consider us-
ing a 2D barcode.

label Design
the label design should take into consideration the size and positioning 
of text on the label.  In addition to the barcode and text printed on the 
label, you should review how the container will be stored and whether the 
container barcode will be visible to the operator at all times.  
Sets of labels may be used to apply the same number to more than one 
side of the container.

1 4    T O T E  –  C O N TA I N E R  I D
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label/tag holDer
Some operations use holders to apply or insert container labels or tags.  
these holders can be pouches or envelopes and may be adhesive or 
magnetic backed.  this may also be another creative use of the Label Magic 
product that DaSKO offers.  See Chapter 8 for more details. See holder  
options in Chapter 19.

Color CoDing
Color coding can be used to identify the container labels or certain 
information printed on the container label.  If the entire label is colored, it 
should be light, bright or pastel so it will not affect the barcode scan 
(yellow, fluorescent orange etc.).  the label can also be color coded by 
printing colored text, a color bar or box around the barcode. 

DurabilitY
Container labels often require durable label materials that allow for long 
term use, protection from abrasion, outdoor storage, solvents, water 
washes and more.  there are a variety of materials, adhesives and  
laminations that may be appropriate based on your application needs.

ConVeYors anD FiXeD sCanners
the barcode size, design and label color should be tested in an automated 
environment to ensure a good scan-first time, every time.

1 4    T O T E  –  C O N TA I N E R  I D  c o n t i n u e d
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DaSKO consultants can help you review the various containers that you use in 
your operation to determine the best label solution for you.  We offer a wide 
variety of label materials to meet your needs… from durable films to aluminum 
tags.  Special adhesives and laminations are also used for harsh environment 
applications.
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“WOW… thanks for the great service, very much appreciated!”“

“
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Signs play a critical role in a warehouse or industrial environment to inform, con-
firm and direct workers.  Some of the more common uses of signs in a warehouse 
or industrial environment include:
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 70

barCoDe loCation signs Refer to chapter 9 and 10 

aisle signs 
Inventory storage environments use aisle signs to assist workers to easily locate 
the correct aisle for the movement of inventory.  these signs can be attached 
to racks or posts or suspended from the ceiling.  the sign may hang flat and 
be read from one side or it can be angled to stand out from the rack or post 
to be read from both sides.  hanging aisle signs can also be made in square or 
triangle shapes to be viewed from all sides.  When labeling an aisle, you should 
place a sign at every entry/exit point.  this would include both ends of an aisle as 
well as any breaks where there are cross aisles. 

area signs 
area signs may include general work areas such as put away zones or pick faces 
or they could be processing areas that are also inventory storage locations 
such as pallet wrap, QC, Inspection, etc.  If they are physical storage locations, 
the sign may require a barcode.  If the areas are large, then multiple signs with 
the same information may be required.  There should be enough signs so that 
anywhere in that area that inventory is placed, a sign can be read.

saFetY/seCuritY 
Some of these requirements are dictated by regulatory agencies such as OSha 
requirements and state fire codes.  Others are informational signs to make your 
employees aware or keep them informed of company policies and procedures.

outsiDe Doors anD areas 
Dock door numbers are used to direct drivers to the appropriate door for deliv-
eries and pickups.  these signs typically have jumbo lettering and we recom-
mend an aluminum sign backing.  You may also want to consider a reflective 
face on the sign. 

1 5    WA R E H O U S E  S I G N A G E
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When determining your warehouse signage needs, you should consider the 
following criteria:

siZe
Individual signs can be made from very small to full sheets as large as 4’x8’ with 
jumbo lettering.

shaPe
Most signs require a flat face for easy reading, however the sign backing may 
be angled in a variety of ways to allow viewing of the signs from multiple 
angles.  this may include L shaped, V shaped, triangles and square signs.

Color
as discussed in previous chapters, color coding is an effective way to attract 
attention and help workers focus on the message.  Both the sign backings and 
the print can be colored to meet your needs.

DurabilitY
Signs can be made with a variety of plastic and metal sign backings for indoor and 
outdoor applications.  Since this signage is typically intended for long term usage, 
we recommend durable plastic or aluminum materials for sign backings.  For cold 
storage or outdoor storage requirements refer to Chapters 11 and 12.

Print
print on a sign can include text, colors, graphics and logos.  Jumbo lettering is 
available.  If a barcode is required, see Chapter 9.  

1 5    WA R E H O U S E  S I G N A G E  c o n t i n u e d
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DaSKO will provide the most cost effective approach for your warehouse  
signage; taking into account the size, colors, print requirements and quantity.  
We fabricate signs and can provide angles, holes and adhesive or magnetic 
backing.  DaSKO has also developed a cost effective solution for multi-sided 
signs such as square and triangle shapes.
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“Signs were received on time… look great… we appreciate your 
timeliness with this project.” “

“
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From cradle to grave, barcode labels are used to identify and track raw materials, 
work-in-process and manufactured inventory.

there are many industrial label needs that are related to manufacturing processes that 
take place either in the warehouse or under the same roof. Some of these processes 
require similar labels to warehousing applications and can be found in other chapters.

DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 67-68

ProDuCt naMePlates 
DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 57-70
these labels are often used for product and/or corporate identification.  the 
label may include barcodes, serial numbers, colors, graphics and logos.  product 
nameplates typically require a durable label construction made of film or metal.  

saFetY iDentiFiCation 
this includes a full range of signs, labels and products for safety, facility notices, 
hazardous material warning, operational hazards, highway/parking, lockout/
tagout, utility tapes and pipe markers.  these products can be customized to 
your needs - whether you have specific sizes or you want your company name 
on your signs.

Paint Mask 
Manufacturing processes that include a paint, stain or varnish operation 
may require a special label construction.  this construction has a permanent 
lamination cover with a removable lamination on top.  Once the item has been 
painted, the top lamination can be removed to expose a clean, laminated label 
underneath.  this allows the same barcode to be scanned throughout the 
manufacturing process.

1 6    M A N U FA C T U R I N G  A N D  I N D U S T R I A L
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winDshielD 
products that have a glass or plastic housing may need a label that is applied to 
the inside of the glass/plastic which can be viewed from the outside of the  
covering.  Special label construction can be provided for adhesive to be on 
the face of the label to allow this to be applied properly.  this also allows for a 
barcode to be scanned through the glass or plastic.

high teMPerature labels 
Some manufacturing processes such as circuit board manufacturing, steel manu-
facturing and pottery firing use high temp processes that require special label 
materials.  Label materials including film, ceramic and metal are available that can 
be printed with barcodes and text that will withstand up to 1,8000F.  In addition 
to extreme heat, label materials are available that meet rohS compliance and 
withstand exposure to flux, solvents and washes.  these labels can be applied 
with either adhesive or as a tag using cable ties, wire, screws, rivets or welding.

Calibration 
Calibration labels are used to ensure your tools and equipment meet required 
tolerances and test schedules.  these labels are made of a variety of materials  
that provide write-on surfaces with self laminating options, can be used in 
harsh environments and provide tamper evident features for security.  
Calibration labels can be custom designed with colors, graphics and logos.

1 6    M A N U FA C T U R I N G  A N D  I N D U S T R I A L  c o n t i n u e d
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DaSKO offers a complete line of label and tag solutions for a wide range of  
manufacturing challenges.
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“I thank you and your team for all of your time and efforts on meeting 
our demands.  It has been great working with you and I look forward 
to working with you in the future.”“

“
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From lift trucks to tools, office equipment to tracking a corporate fleet; barcode 
labels can be used to identify and track your property.  Durable labels are avail-
able for indoor or outdoor applications that adhere well to today’s plastic hous-
ings as well as all types of metal and other surfaces for:

3  INDUStrIaL prOpertY aND eQUIpMeNt

3  OFFICe prOpertY aND eQUIpMeNt

3  SeCUrItY aND WarraNtY traCKING

3  tOOL traCKING

DESIGN EXAMPLES SHOWN IN STYLE GUIDE - PAGE 57-70

Materials 
asset labels are most commonly used for longer term and durable use applica-
tions.  therefore, these labels are typically made from durable film, ceramic or metal 
depending on the conditions they will be exposed to.  these label materials may 
withstand human contact, abrasion, solvents, water washes, outdoor exposure and 
extreme heat (-800F to 18000F).  

aDhesiVes/attaChMent 
how the label is attached to the property is a critical consideration in an asset label-
ing solution.  there are a variety of adhesives that work well in different environ-
ments.  From challenging surfaces to extreme temperatures to security, there are 
many adhesive options.  plastic tags, metal and some ceramic labels can also be 
attached with cable ties, wire, screws, rivets or welding.

Design 
asset labels may include a barcode, sequence number, text, graphics and logos.  Color 
is often used on the label for highlighting information or to display your corporate 
identification.  If many different types of assets are being labeled, you should minimize 
the number of label sizes required and try to find one or a few common sizes that will 
fit all your property.  For labeling glass or plastic housing applications on the inside, 
the label can be reverse printed so the adhesive is on the front.  this allows the label to 
be applied to the glass/plastic and viewed or scanned from the outside. 

1 7    E Q U I P M E N T  –  T O O L S  –  P R O P E R T Y
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seCuritY oPtions 
there are many security features that can be used in the label design and construction 
to provide identification and authentication of your property.  Numbering systems 
can be developed that can not be duplicated.  Materials are available that will leave 
a “void” footprint if removed.  this identifies a label has been removed from an item 
and the label can not be used on another item.  Other materials can not be removed 
in one piece and will “destruct” if removed.  Laminations are available with holographic 
images to confirm authentication.  Other laminations and print methods can prevent 
a label from being copied and used on other items.

1 7    E Q U I P M E N T  –  T O O L S  –  P R O P E R T Y  c o n t i n u e d
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DaSKO consultants can help you sort through the various considerations for 
your asset labels.  From challenging surfaces to extreme temperatures to  
security, DaSKO can help determine and deliver the best material and adhesive 
for your needs.

“Thanks much for your outstanding attention and customer service 
to our needs !!!!!”

“The order arrived this morning… the labels look great… Thanks to 
everyone for their help in making this happen!”

“You guys are great!”

“
“
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Do not under estimate the planning and effort required to install labels and signs 
for a WmS project!  

warehouse MaP 
When labeling a warehouse, one of the most valuable tools to have is a map of the 
warehouse that helps identify the appropriate placement of labels and signs.  
this map, or the immediate availability of someone who understands the location 
layout, will prevent wasted time, errors and the duplication of work that occurs if 
labels are put in the wrong place.  here are installation tips and considerations in 
different areas of the warehouse:

raCks — shelVes — bins (Chapter 7) 
PreParation

Clean anD DrY
racks, bins and shelves should be clean and dry so the labels can adhere 
properly.  New or newly painted racks should be allowed to cure before 
applying labels.  Otherwise, outgassing can occur and lift the labels off the 
rack.  Installers should use a rag to wipe dust and moisture from the rack 
prior to applying the labels.

eXisting labels
If there are existing labels on the racks, it is best to remove or cover them 
before applying new labels.  this can be a significant effort but it elimi-
nates confusion among the operators and prevents the potential of label 
scanning issues when print on the bottom label “bleeds” thru to the top 
label which can confuse the scanner.  existing labels can be peeled or 
scraped off.  Sometimes heat guns or chemicals are required to loosen the 
adhesive.  another alternative is to use DaSKO’S Label Magic solution to 
reface the racks.  

straight anD Consistent
We recommend the use of guides to ensure accurate and consistent posi-
tioning of the labels.  a magnetic template or other cut out can be used to 
place the label in a specific and consistent position.  templates are specific 
to your racking.

1 8    I N S TA L L AT I O N  O F  L A B E L S  &  S I G N S
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aPPliCation/Print seQuenCe
rack labels are typically printed on rolls.  When installing the labels, 
you want to consider the most efficient application sequence as this can 
save much time, effort and cost.  the application sequence must be 
considered prior to printing the labels.  Once the labels are printed it 
can be very difficult to try and change the sequence for applying the 
labels.  therefore, this sequence needs to be determined in advance 
and used when creating the location data files (see Chapter 5).  here 
are some thoughts on the sequence for various areas: 

raCk labels
When installing labels on pallet racks, usually the most efficient 
way to apply them is by level.  If there are upper levels, you will 
need an order picker or scissor lift truck and it is quicker to work 
down the aisle at the same level rather than constantly going up 
and down to apply the labels.

Flow raCks
pallet or case flow racks typically require the location to be labeled 
front and back with the same location information.  In addition 
to applying these labels by level, they should be printed as sets 
on separate rolls for easier installation of the front and back.

bins–shelVes
this type of storage often has all levels that can be reached from 
the ground.  In this situation, you can either apply the labels by 
level or you may want to apply them by bay position so that you 
can stand in one area and apply all the levels for that position 
before you move to the next.

toteM Poles (Chapter 7) 
totem poles are applied to the vertical post, closest to the pallet positions, 
at the ground level.  If you have double wide pallet bays, then the first and 
last post will carry one totem pole for the positions on one side of the bay.  
all the middle posts will hold two totem poles – one for the positions on 
the left side of the bay and the other for the right side of the next bay.  the 
totem pole should have a hard backing to prevent either intentional or 
inadvertent damage to the label where the holes in the post exist.  Options 
to install the totem pole include magnetic backing, adhesive backing or 
holes in the backing that line up with the holes in the post.  a nylon cable tie 
(or wire in cold storage) can then be used affix the totem pole to the post.  
arrows should be used to point each totem pole to the locations they repre-
sent.  It is often most efficient to have these arrows printed on a separate roll 
and applied to the totem pole during the installation.  Make sure you leave 
room on the totem pole for the arrows.

1 8    I N S TA L L AT I O N  O F  L A B E L S  &  S I G N S  c o n t i n u e d
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label MagiC  (Chapter 8) 
Label Magic can be used to cover existing labels, markings and imperfections 
on the rack and prepare the rack face for new labels (See Chapter 8 for more 
details).  the rack should be clean and dry when Label Magic is applied.

label MaGic rack tape
In a tape form, Label Magic is delivered in a continuous format on a 
roll.  this can be provided in any width required and can be easily and 
quickly applied to the entire length of the rack face.  Labels can then 
be applied, removed and re-applied to the Label Magic easily and 
cleanly, at any time.

label MaGic labels
In a label form, Label Magic is delivered cut to whatever specific size 
is designated.  these Label Magic labels can then used to cover indi-
vidual labels on the racks or to create fixed positions on the rack that 
can be used to change location or product information.

Floor loCations  (Chapter 9) 

aDhesiVe labels
If adhesive labels are being applied to the floor, you should make sure 
the area is clean and dry.  New labels should not be applied over old 
labels on the floor.  Guides should be used to keep the labels straight 
and consistent.  these can be lines or templates created for the instal-
lation.

Metal FraMes
Metal Frames require the same preparation as adhesive labels for the 
floor.  the label will be adhered to the floor and the frame will either 
be adhered or will be affixed with concrete screws in each corner.

MoVeable signs
Staging areas and “virtual” locations that may be opened and closed 
quickly may be tent or L shaped signs that require no up front instal-
lation.  however, if they require pedestals of some sort, we have seen 
signs attached to traffic cones, delineator poles or posts stuck in a 
bucket of concrete or sand.  

1 8    I N S TA L L AT I O N  O F  L A B E L S  &  S I G N S  c o n t i n u e d
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wall MounteD loCation signs (Chapter 9 and 10) 
Signs that are being attached to walls or posts can be affixed with either mag-
netic backing, adhesive backing or holes in the sign that are used to affix to 
the wall, post or beam.  the holes can be used to screw the sign in place or to 
use a cable tie, S hook or other fastening device to attach to the post or beam.

hanging loCation signs (Chapter 9 and 10) 
Signs that are suspended above floor locations require planning and consid-
eration to the specifics of the warehouse and its operations.

Ceiling height
What is the height of the ceiling or the trusses in the ceiling from the 
floor?  If signs are being suspended from the ceiling, this height is 
based on what the chain or cable will be suspended from.

sign height
how high will the sign be suspended from the floor?  this should be 
at least a couple of feet above the highest level of floor stacked prod-
uct to avoid hitting the signs with the lift trucks.

attaCh signs to Ceiling trusses
If you can attach the signs at the ceiling truss level, and scan them 
easily from the floor, this is the most cost effective installation ap-
proach.  If the ceiling truss runs in the direction you want to affix the 
signs, and it is an appropriate place relative to the floor location, you 
can cable tie the sign directly to the truss.  If this is not the case, then 
you can string jack chain or aircraft cable across the truss and affix the 
sign to the chain/cable.

susPenD signs FroM the Ceiling trusses
If the trusses are too high for scanning, then the signs need to be 
dropped down from the ceiling.  Depending on the situation, this can 
be done individually using chain or cable or it can be done by sus-
pending pipe from the ceiling and using the suspended pipe to affix 
the signs.  there are some accessories that help simplify this process.  
See Chapter 20 for more details.

other hanging oPtions
We have seen many other ceiling configurations such as wooden 
ceilings, drop ceilings, plaster, etc.  Some of our customers have also 
hung large sections of pVC pipe or pieces of sheet metal and affixed 
labels directly to these for scanning.  
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staging – DoCk Doors (CHAPTER 10) 

staging
Staging and miscellaneous areas typically have similar installation challeng-
es as moveable, wall mounted or hanging signs.  See above for more details.

DoCk Doors
Dock Doors Signs are typically affixed directly to the dock door or on the 
wall beside it.  If your doors go straight up with no hood or rack above the 
door, then you can affix the sign directly to the door.  It is recommended 
you place the sign one or two panels above the bottom so it does not take 
a beating when the door is closed.  If you can not attach directly to the 
door, then it is typically preferred to attach sign on the wall to the right 
side of the door. You should be consistent as to the placement of the sign 
for each door.

warehouse signage (CHAPTER 15) 

raCk area aisle signs
aisle signs in rack areas are often attached directly to the racks.  Flat signs 
are often adhered to the end of the rack or hung using a cable tie from a 
crossbeam on the end of the rack.  Signs that stick out from the rack are 
often L shaped or flat with a special attachment device to attach to the 
rack.  See accessories in Chapter 20.

other signage
aisle signs, areas signs, etc. can also be attached to walls or posts or sus-
pended from the ceiling as described above.  

In addition to providing complete installations, DaSKO offers the acces-
sories to hang signs.  DaSKO consultants can help you determine the best 
approach to hang signs in your facility.

ColD storage (CHAPTER 11) 
Installation of labels and signs in a cold environment uses the same ap-
proaches as discussed above.  Cold apply adhesives or magnets must be 
used to adhere in cold temperatures.  When attaching totem poles to rack 
posts or hanging signs, in extremely cold temperatures, wire or stainless 
steel ties should be used in place of nylon. 

1 8   I N S TA L L AT I O N  O F  L A B E L S  &  S I G N S  c o n t i n u e d
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outDoor storage (CHAPTER 12) 
Outdoor labels and signs can also be installed using similar methods as 
described above.  When hanging signs outdoors, it is recommended that 
the sign be angled towards the ground and anchored on both sides.  this 
requires two runs of cable or chain.  If the signs are on a post or wall then 
you may consider building a hood to protect the sign.  these options 
will minimize sun glare, make it easier for the operator to see the scan-
ner beam, and protect the barcode from harsh outdoor elements such as 
wind, snow, ice, and UV rays.
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Your labels and signs are in… now what?  Need a professional and experienced 
crew to install your warehouse labels?  DaSKO offers full installation services to 
make sure your warehouse is labeled and ready to go in time for your “go live”.  
When you use DaSKO for your installation, you also get a guarantee that if any 
labels or signs are lost or damaged, we will replace them at no charge.  Labeling 
a warehouse is a labor intensive effort and the result is the most visible aspect 
of the WMS system to the warehouse operators.   Our philosophy is to “do it 
once, do it right!”
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Dasko Delivers

“The product looks great, the service was superior and your 
installation was flawless.”

“I couldn’t believe how fast and precise DASKO was in their 
installation.”

“DASKO’s team took all the worry out of hanging our new signs.”

“

“
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1 9    B L A N K  L A B E L S ,  M A G N E T S  A N D  S I G N S

Many projects require in-house printing and creative solutions for labels and 
signs.  DASko offers label blanks for thermal transfer and laser printing as well 
as a supporting cast of magnets, label holders and sign blanks for your in-house 
needs.  Some of the products we offer include:

therMal transFer label blanks 
We offer paper labels but we focus on specialty materials such as:
3 retro-reflective (for long distance scanning)
3 polypropylene Film (durable indoor applications)
3 polyester Film (durable outdoor applications)
3 polyimide/Kapton (high temperature applications)
3 Specialty adhesives (freezer, void, removable)
3 Color Coded Material

We have stock sizes and custom 
capabilities to make blank labels 
to any size you need.

therMal transFer ribbons 
all sizes of resin enhanced wax and full resin ribbons are available for durable 
in-house printing.  We offer ribbons by the roll or by the case.

laser labels 
From letter to legal size, DaSKO offers paper as well as durable film laser sheets.
3 Vinyl and polyester Films (durable indoor and outdoor applications)
3 Specialty adhesives (freezer, void, removable)
3 Custom printed with color, logo’s, static text or variable data

Full sheets or labels die cut to any size you need.

Magnet blanks
Magnets can be used to create a magnetic label, magnetic sign or to be hand 
written an is re-usable.  DaSKO uses high quality, industrial magnetic material with 
the following features:
3 30mil or 60mil thickness
3 White, brown or colored to your need
3 provided in continuous roll or delivered cut to any length
3 Write-On capability
3 adhesive backed to stick on signs

52

Tel: 866-286-6500 | Email: info@daskolabel.com



daskolabel.com

1 9    B L A N K  L A B E L S ,  M A G N E T S  A N D  S I G N S  c o n t i n u e d

1
9

  
B

L
A

N
K

 L
A

B
E

L
S

, 
M

A
G

N
E

T
S

 A
N

D
 S

IG
N

S

sign blanks 
all these signs materials can be fabricated to any size and shape.  Some can 
be bent or designed for special shapes   all materials can include holes for 
attachment.  Some materials can be attached using magnets, adhesive tape or 
attachment accessories found in Chapter 20.

eXPanDeD PVC Plastic
- Good for hanging
- Can be bent for angled sign
- White and colored materials available

thin ProFile PlastiC
- Good for totem poles, hang tags and flat surfaces
- Can be fabricated to any size and shape
- White and colored materials available

CorrugateD PlastiC
- Good for aisle signs, large area and information signs
- Cost effective for large and special shape signs (triangles, squares)
- White and colored materials available

aluMinuM
- Several thicknesses available
- Good for cold storage, outdoor and harsh environment signage
- White and colored materials available

VinYl letters anD nuMbers 
Let DaSKO provide the vinyl lettering for your signage.  this can be used for 
aisle, area, safety and informational sign needs.

3 Colored text
3 Jumbo Lettering
3 Delivered ready to apply to signs, walls  
     or equipment

label/tag/sign holDers 
Label holders can be used to protect your label, provide flexibility to change 
information or to present label at a different angle.

3 adhesive or Magnetic Vinyl pouch
3 adhesive or Magnetic C Channel holder
3 plastic hang tag
3 Flexible Label Mount 

Many options, many sizes!
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griPPer sign holDer 
Sign holder to attach flat sign at 90 
degree angle from rack or wall for aisle 
signs, etc. Clear plastic with permanent 
adhesive base.

selF aDhesiVe inFo striP 
adhesive backed plastic strip with clear 
protective face. Insert or change labels 
easily from side or top. Several sizes 
available.

hang tag 
Sturdy plastic tag that can be affixed to 
wire racking. attach location or product 
label to face. these can be made to any 
size.  Many colors.

FleXible label Mounts 
Flexible plastic label mount with adhesive 
to attach to rack, crossbeam or vertical 
post. attach location, product, aisle or 
bay label which will be angled from rack 
for easy viewing or barcode scanning. 
these can be made to any size.

aDhesiVe baCkeD Magnet 
Industrial strength magnets with adhesive 
backing. these can be affixed to signs to 
create magnetic backed signs.

FliP-uP Pallet tag 
attach location or product label to face. 
adhesive adheres to bottom of pallet 
rack or other surface. Integrated hinge 
allows tag to swing or flip-up for easy 
access.

Clear VinYl PouCh 
Crystal clear vinyl pouch to insert label 
or tag from side or top. adhesive or 
magnetic backed.  available in hun-
dreds of sizes.

C Channel 
attach to shelving or cabinet fronts. 
open faced design to insert labels or 
tags.  available in magnetic or adhesive 
backed plastic.
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steel Cable 

Flexible galvanized aircraft quality 
cable, bare on plastic spools.

steel Cable DroP anD 
aDJuster kit 

Includes cable lock/adjuster and  
galvanized cable with loop on one end.

Cable loCk/ aDJuster 

Lightweight, self-locking and re-usable 
cable lock. Lock and adjust with no 
special tools required.

Metal JaCk Chain 

Single jack chain, steel, bright galva-
nized on plastic spool.

Metal ConDuit PiPe 

allied eMt galvanized steel conduit 
pipe. 

Metal ConDuit CouPling 

Metal screw coupling for conduit pipe.

haMMer on beaM ClaMP 

hammer on spring steel, anodized 
beam clamp.
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Double siDeD aDhesiVe taPe 

provided as tape on  rolls with perma-
nent adhesive backing.

Cable tie 

Nylon cable tie with self locking 
mechanism.

hook anD looP  

provided on rolls with permanent 
adhesive backing. 

hingeD snaP ring 

Steel, nickel plated multi purpose ring. 
easily snaps and locks securely.

56

soFt label aPPliCator 

Deluxe compressed felt squeegee used 
to apply labels to racks. Squeezes out 
air bubbles for clean and consistent ap-
plication without damaging the label.

DroP Ceiling twist looP 
twist to lock securely to ceiling grid. 
Can be used to hang signs or run cable.

griPPer sign holDer 

Sign holder to attach flat sign at 90 
degree angle from rack or wall for aisle 
signs, etc. Clear plastic with permanent 
adhesive base.
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